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1

Mixed Paneling Medium Height: Height 1.20 m. STAND ALONE METALLIC FRAMING: Made of cold rolled sheet steel gauge 18 

and/or equivalent aluminium sheet. With seams to support surfaces and accessories [vertical and horizontal]. All metallic 

finishes in electrostatic paint. The minimum width of the framing is around 8 cm. U union in cold rolled steel sheet 18 gauge 

and/or equivalent aluminium sheet. Leader in polypropylene. Poster, shot distribution and developed in cold rolled steel 

sheet,18 gauge or metallic equivalent aluminium sheet. Pipeline or cable channel on the lower level, with divisions to separate 

different types of cabling. This product should be given the option of being inspected by both sides, and, have the option to 

receive shots. No rigid duct cover. Polypropylene levellers. TILES OR PANELS: Metallic finished with electrostatic paint or 

Chipboard   tablex type: three‐layer laminated wood particle finished in Formica or equivalent   ///   Paneleria Media Altura: 

Altura 1.20 m. ESTRUCTURA METALICA AUTOPORTANTE: Elaborada en lámina de acero cold rolled calibre 18 y/o lamina de 

aluminio equivalente, con troquelados tipo cremallera para soportar superficies y accesorios [vertical y horizontalmente]. 

Todos los acabados de la estructura metálica deben ser cubiertos con pintura electrostática. Ancho minimo aproximado de la 

perfileria: 8 cm. U de unión superior o pasarelas, en lámina de acero cold rolled calibre 18 y/o lamina de aluminio equivalente. 

Puntera en polipropileno. Postes de inicio, distribución y remate elaborados en lámina de acero cold rolled calibre 18 y/o 

lamina de aluminio equivalente. Ducto o canaleta para cableado en el nivel inferior, con divisiones para separar los diferentes 

tipos de cableado; este ducto debe dar la opcion de ser inspeccionado por sus dos caras, y con troquelados universal para recibir 

tomas adicionales. Tapa ducto escualizable. Niveladores en polipropileno. TABLEROS O BALDOSAS: Metalicos con acabados 

con Pintura electrostatica o en aglomerado tipo tablex: lamina formada por tres capas de partículas de madera y acabados en 

Formica o equivalente.

56.16
SM

square meter

WORKSTATIONS   ///   PUESTOS DE TRABAJO

2 L Type Workstation 1.20 m x 1.50 m. All working surfaces including tables and independent elements shall be and made of 

high‐ pressure laminate, 1 1/4" or 3 cm thick. Surface Finish: Formica or equivalent with flat thermo‐fused edges and  

“balance”. One covered cable run for each surface supplied with two universal shots. 45º metallic or alumminum equivalent 

keyboard complement. Working surfaces shall be 60 cm wide .   ///    Puestos en L 1.20 m x 1.50 m. Todas las superficies de 

trabajo incluidas mesas y elementos independientes serán en Tablex inmunizado de mínimo 1 1/4" o 3 cm. de espesor. Acabado 

superficies en formica o equivalente, con canto plano termo fundido,  incluye balance, un pasa cables con tapa por cada 

superficie suministrada y canaleta electrica con dos troqueles universales. Complemento para teclado metalico o en aluminio 

equivalente a   45º. Profundidad superficie de trabajo sera 60 cm.

3 EA  ‐ each

3 L Type Workstation 1.35 m x 1.50 m. All working surfaces including tables and independent elements shall be and made of 

high‐ pressure laminate, 1 1/4" or 3 cm thick. Surface Finish: Formica or equivalent with flat thermo‐fused edges and  

“balance”. One covered cable run for each surface supplied with two universal shots. 45º metallic or alumminum equivalent 

keyboard complement. Working surfaces shall be 60 cm wide .   ///    Puestos en L 1.35 m x 1.50 m. Todas las superficies de 

trabajo incluidas mesas y elementos independientes serán en Tablex inmunizado de mínimo 1 1/4" o 3 cm. de espesor. Acabado 

superficies en formica o equivalente, con canto plano termo fundido,  incluye balance, un pasa cables con tapa por cada 

superficie suministrada y canaleta electrica con dos troqueles universales. Complemento para teclado metalico o en aluminio 

equivalente a   45º. Profundidad superficie de trabajo sera 60 cm.

12 EA  ‐ each

4 L Type Workstation 1.50 m x 1.50 m. All working surfaces including tables and independent elements shall be and made of 

high‐ pressure laminate, 1 1/4" or 3 cm thick. Surface Finish: Formica or equivalent with flat thermo‐fused edges and  

“balance”. One covered cable run for each surface supplied with two universal shots. 45º metallic or alumminum equivalent 

keyboard complement. Working surfaces shall be 60 cm wide .   ///    Puestos en L 1.50 m x 1.50 m. Todas las superficies de 

trabajo incluidas mesas y elementos independientes serán en Tablex inmunizado de mínimo 1 1/4" o 3 cm. de espesor. Acabado 

superficies en formica o equivalente, con canto plano termo fundido,  incluye balance, un pasa cables con tapa por cada 

superficie suministrada y canaleta electrica con dos troqueles universales. Complemento para teclado metalico o en aluminio 

equivalente a   45º. Profundidad superficie de trabajo sera 60 cm.

8 EA  ‐ each

5 L Type Workstation 1.65 m x 1.50 m. All working surfaces including tables and independent elements shall be and made of 

high‐ pressure laminate, 1 1/4" or 3 cm thick. Surface Finish: Formica or equivalent with flat thermo‐fused edges and  

“balance”. One covered cable run for each surface supplied with two universal shots. 45º metallic or alumminum equivalent 

keyboard complement. Working surfaces shall be 60 cm wide .   ///    Puestos en L 1.65 m x 1.50 m. Todas las superficies de 

trabajo incluidas mesas y elementos independientes serán en Tablex inmunizado de mínimo 1 1/4" o 3 cm. de espesor. Acabado 

superficies en formica o equivalente, con canto plano termo fundido,  incluye balance, un pasa cables con tapa por cada 

superficie suministrada y canaleta electrica con dos troqueles universales. Complemento para teclado metalico o en aluminio 

equivalente a   45º. Profundidad superficie de trabajo sera 60 cm.

1 EA  ‐ each

6 L Type Workstation 1.80 m x 1.50 m. All working surfaces including tables and independent elements shall be and made of 

high‐ pressure laminate, 1 1/4" or 3 cm thick. Surface Finish: Formica or equivalent with flat thermo‐fused edges and  

“balance”. One covered cable run for each surface supplied with two universal shots. 45º metallic or alumminum equivalent 

keyboard complement. Working surfaces shall be 60 cm wide .   /// Puestos en L 1.80 m x 1.50 m. Todas las superficies de 

trabajo incluidas mesas y elementos independientes serán en Tablex inmunizado de mínimo 1 1/4" o 3 cm. de espesor. Acabado 

superficies en formica o equivalente, con canto plano termo fundido,  incluye balance, un pasa cables con tapa por cada 

superficie suministrada y canaleta electrica con dos troqueles universales. Complemento para teclado metalico o en aluminio 

equivalente a 45º. Profundidad superficie de trabajo sera 60 cm.

13 EA  ‐ each

7 L Type Workstation 1.95 m x 1.50 m. All working surfaces including tables and independent elements shall be and made of 

high‐ pressure laminate, 1 1/4" or 3 cm thick. Surface Finish: Formica or equivalent with flat thermo‐fused edges and  

“balance”. One covered cable run for each surface supplied with two universal shots. 45º metallic or alumminum equivalent 

keyboard complement. Working surfaces shall be 60 cm wide .   ///    Puestos en L 1.95 m x 1.50 m.Todas las superficies de 

trabajo incluidas mesas y elementos independientes serán en Tablex inmunizado de mínimo 1 1/4" o 3 cm. de espesor. Acabado 

superficies en formica o equivalente, con canto plano termo fundido,  incluye balance, un pasa cables con tapa por cada 

superficie suministrada y canaleta electrica con dos troqueles universales. Complemento para teclado metalico o en aluminio 

equivalente a 45º. Profundidad superficie de trabajo sera 60 cm.

2 EA  ‐ each

CHAIRS   ///   SILLAS

8

Professional Chair.  With armrests. Ergonomically designed; pneumatic seat‐height adjustment within a 10cms range; 

permanent contact ergonomic reclining chair with adjustable back piece and blocking device; the back must be minimum 40 

cm. high, 360 degree swivel; five legs base on self lubricating rollers coated in nylon. Permanent contact mechanism. Seat and 

back in polypropylene plastic foam high density of 5 cm.

Finished in black cloth vinyl, black color, both seat and backrest.    ///   Silla Profesional. Silla con brazos, ergonómica reclinable 

de contacto permanente con ajuste de espaldar y bloqueo, con mecanismo neumático para graduación de altura con rango de 

10 cms. El espaldar debe tener una altura mínima de 40 cm, 360 giro; cinco patas rodachinas auto lubricadas con 

recubrimiento en nylon. Mecanismo de contacto permanente. Asiento y espaldar en plástico polipropileno de espuma de alta 

densidad de 5 cm. Con acabado en tela vinilica color negro, tanto asiento como espaldar.

39 EA  ‐ each

FILING CABINETS, SHELVES & FURNITURE PRINTER   ///   GABINETES, ARCHIVADORES & MESA IMPRESORA

9

2x1 Filing Cabinet. Filing cabinet: Cabinet with two conventional drawers and a fully opening, legal‐sized hanging‐folder file 

drawer with American‐ type runners. This filing cabinet should be made of metal and/with structure, base, front part and 

drawers in metal sheet minimum, gauge 20 minimum or aluminum equivalent. Coated with electrostatic paint. Includes lock & 

key and drawer pencil accesories.   ///   Archivador 2x1.

Archivador compuesto por dos cajones convencionales y un cajon de archivo de carpetas colgantes tamaño oficio con 

correderas tipo americano que abran en su totalidad.  Metálico, con estructura, base, frente y cajones en lámina cold rolled 

calibre 20 mínimo o su equivalente en aluminio y acabado con pintura electrostática. Incluye cerradura con llave y accesorios 

para lapices en cajones.

39 EA  ‐ each

10

Auxiliary furniture type A. Shall be made of metal, with structure, base, fronts in caliber 16 minimum sheet and shall be 

coated with electrostatic paint black color. With two [2] top drawers and two [2] doors in the bottom, with a removable 

shelve in its interior. With four [4] metal legs including levelers and plastic or rubber terminals. Shall be include handles on 

drawers and doors. Dimensions: 0,90 m. front, 0,55 m. deep and 0,80 m. high.

///   Mueble auxiliar tipo A. Debe ser metálico, con estructura, base, frentes en lámina coll rolled de mínimo calibre 16, con 

pintura electrostática. Con dos [2] cajones superiores y dos (2) puertas abatibles en la parte inferior con un entrepaño 

removible en su interior. Con cuatro [4] patas metálicas con terminales en empaque de caucho y/o plástico al piso. Se debe 

incluir manijas en los cajones y puertas. Dimensiones: 0,90 m. frente, 0,55 m. profundidad y 0,80 m. alto.

2 EA  ‐ each

11

Auxiliary furniture type B. Shall be made of metal, with structure, base, fronts in caliber 16 minimum sheet and shall be 

coated with electrostatic paint black color. With two [2] top drawers and two [2] doors in the bottom, with a removable 

shelve in its interior. With four [4] metal legs including levelers and plastic or rubber terminals. Shall be include handles on 

drawers and doors. Dimensions: 1,20 m. front, 0,60 m. deep and 0,80 m. high.

///   Mueble auxiliar tipo B. Debe ser metálico, con estructura, base, frentes en lámina coll rolled de mínimo calibre 16, con 

pintura electrostática. Con dos [2] cajones superiores y dos (2) puertas abatibles en la parte inferior con un entrepaño 

removible en su interior. Con cuatro [4] patas metálicas con terminales en empaque de caucho y/o plástico al piso. Se debe 

incluir manijas en los cajones y puertas. Dimensiones: 1,20 m. frente, 0,60 m. profundidad y 0,80 m. alto.

2 EA  ‐ each

12

Plotter table. Composed of one [1] surface made of high‐ pressure laminate, 1 1/4" or 3 cm thick. Surface Finish: Formica or 

equivalent with flat thermo‐fused edges and “balance”. One covered cable run. Dimension: 1,80 m. long, 0,60 m. wide and 0,80 

m. high. The table shall be supported for three [3] metal supports, with terminals in rubber or plastic, and electrostatic paint 

finish black color, to be located below the surface by screws, that shall be include.   ///   Mesa para plotter. Compuesta por una 

[1] superficie en tablex inmunizado de mínimo 1 1/4" o 3 cm. de espesor. Acabado superficie en formica o equivalente, con 

canto plano termo fundido,  incluye balance, un pasa cables con tapa. De dimensión: 1,80 m. largo, 0,60 m. ancho y 0,80 m. 

alto. La mesa deberá ser soportada por tres [3] soportes metálicos, con acabado en pintura electrostática color negro, con 

recubrimiento antideslizante en plástico. Estos deberán ir anclados a la mesa con tornillos, los cuales se deben incluir.

1 EA  ‐ each

OTHERS   ///   OTROS

13

Bin metallic round: Metal and round, with minimum dimensions 0.20m. diameter and 0.30m. high, and rubber and/or plastic 

packing around the bottom. Or the standard shape used by each company, but with the minimum dimensions stated. Include in 

your proposal available colors and image / catalog.   ///   Basurera oficina: Metálica redonda de medidas mínimas: 0.20 m de 

diámetro por 0.30 m de altura con empaque inferior en caucho y/o plástico. O la forma estándar que maneje cada empresa 

teniendo como mínimo las dimensiones enunciadas. Incluya en su propuesta colores e imágenes.

39 EA  ‐ each

OFICINA 2

PANELS   ///   PANELERIA

14

Mixed Paneling Medium Height: Height 1.20 m. STAND ALONE METALLIC FRAMING: Made of cold rolled sheet steel gauge 18 

and/or equivalent aluminium sheet. With seams to support surfaces and accessories [vertical and horizontal]. All metallic 

finishes in electrostatic paint. The minimum width of the framing is around 8 cm. U union in cold rolled steel sheet 18 gauge 

and/or equivalent aluminium sheet. Leader in polypropylene. Poster, shot distribution and developed in cold rolled steel 

sheet,18 gauge or metallic equivalent aluminium sheet. Pipeline or cable channel on the lower level, with divisions to separate 

different types of cabling. This product should be given the option of being inspected by both sides, and, have the option to 

receive shots. No rigid duct cover. Polypropylene levellers. TILES OR PANELS: Metallic finished with electrostatic paint or 

Chipboard   tablex type: three‐layer laminated wood particle finished in Formica or equivalent   ///   Paneleria Media Altura: 

Altura 1.20 m. ESTRUCTURA METALICA AUTOPORTANTE: Elaborada en lámina de acero cold rolled calibre 18 y/o lamina de 

aluminio equivalente, con troquelados tipo cremallera para soportar superficies y accesorios [vertical y horizontalmente]. 

Todos los acabados de la estructura metálica deben ser cubiertos con pintura electrostática. Ancho minimo aproximado de la 

perfileria: 8 cm. U de unión superior o pasarelas, en lámina de acero cold rolled calibre 18 y/o lamina de aluminio equivalente. 

Puntera en polipropileno. Postes de inicio, distribución y remate elaborados en lámina de acero cold rolled calibre 18 y/o 

lamina de aluminio equivalente. Ducto o canaleta para cableado en el nivel inferior, con divisiones para separar los diferentes 

tipos de cableado; este ducto debe dar la opcion de ser inspeccionado por sus dos caras, y con troquelados universal para recibir 

tomas adicionales. Tapa ducto escualizable. Niveladores en polipropileno. TABLEROS O BALDOSAS: Metalicos con acabados 

con Pintura electrostatica o en aglomerado tipo tablex: lamina formada por tres capas de partículas de madera y acabados en 

Formica o equivalente.

14.22
SM

square meter

WORKSTATIONS   ///   PUESTOS DE TRABAJO

15

L Type Workstation 1.65 m x 1.50 m. All working surfaces including tables and independent elements shall be and made of 

high‐ pressure laminate, 1 1/4" or 3 cm thick. Surface Finish: Formica or equivalent with flat thermo‐fused edges and  

“balance”. One covered cable run for each surface supplied with two universal shots. 45º metallic or alumminum equivalent 

keyboard complement. Working surfaces shall be 60 cm wide .   ///    Puestos en L 1.65 m x 1.50 m. Todas las superficies de 

trabajo incluidas mesas y elementos independientes serán en Tablex inmunizado de mínimo 1 1/4" o 3 cm. de espesor. Acabado 

superficies en formica o equivalente, con canto plano termo fundido,  incluye balance, un pasa cables con tapa por cada 

superficie suministrada y canaleta electrica con dos troqueles universales. Complemento para teclado metalico o en aluminio 

equivalente a   45º. Profundidad superficie de trabajo sera 60 cm.

1 EA  ‐ each

16

L Type Workstation 1.80 m x 1.20 m. All working surfaces including tables and independent elements shall be and made of 

high‐ pressure laminate, 1 1/4" or 3 cm thick. Surface Finish: Formica or equivalent with flat thermo‐fused edges and  

“balance”. One covered cable run for each surface supplied with two universal shots. 45º metallic or alumminum equivalent 

keyboard complement. Working surfaces shall be 60 cm wide .   /// Puestos en L 1.80 m x 1.20 m. Todas las superficies de 

trabajo incluidas mesas y elementos independientes serán en Tablex inmunizado de mínimo 1 1/4" o 3 cm. de espesor. Acabado 

superficies en formica o equivalente, con canto plano termo fundido,  incluye balance, un pasa cables con tapa por cada 

superficie suministrada y canaleta electrica con dos troqueles universales. Complemento para teclado metalico o en aluminio 

equivalente a 45º. Profundidad superficie de trabajo sera 60 cm.

7 EA  ‐ each

CHAIRS   ///   SILLAS

17

Professional Chair.  With armrests. Ergonomically designed; pneumatic seat‐height adjustment within a 10cms range; 

permanent contact ergonomic reclining chair with adjustable back piece and blocking device; the back must be minimum 40 

cm. high, 360 degree swivel; five legs base on self lubricating rollers coated in nylon. Permanent contact mechanism. Seat and 

back in polypropylene plastic foam high density of 5 cm.

Finished in black cloth vinyl, black color, both seat and backrest.    ///   Silla Profesional. Silla con brazos, ergonómica reclinable 

de contacto permanente con ajuste de espaldar y bloqueo, con mecanismo neumático para graduación de altura con rango de 

10 cms. El espaldar debe tener una altura mínima de 40 cm, 360 giro; cinco patas rodachinas auto lubricadas con 

recubrimiento en nylon. Mecanismo de contacto permanente. Asiento y espaldar en plástico polipropileno de espuma de alta 

densidad de 5 cm. Con acabado en tela vinilica color negro, tanto asiento como espaldar.

8 EA  ‐ each

FILING CABINETS, SHELVES & FURNITURE PRINTER   ///   GABINETES, ARCHIVADORES & MESA IMPRESORA

18

2x1 Filing Cabinet. Filing cabinet: Cabinet with two conventional drawers and a fully opening, legal‐sized hanging‐folder file 

drawer with American‐ type runners. This filing cabinet should be made of metal and/with structure, base, front part and 

drawers in metal sheet minimum, gauge 20 minimum or aluminum equivalent. Coated with electrostatic paint. Includes lock & 

key and drawer pencil accesories.   ///   Archivador 2x1.

Archivador compuesto por dos cajones convencionales y un cajon de archivo de carpetas colgantes tamaño oficio con 

correderas tipo americano que abran en su totalidad.  Metálico, con estructura, base, frente y cajones en lámina cold rolled 

calibre 20 mínimo o su equivalente en aluminio y acabado con pintura electrostática. Incluye cerradura con llave y accesorios 

para lapices en cajones.

8 EA  ‐ each

OTHERS   ///   OTROS

19 Bin metallic round: Metal and round, with minimum dimensions 0.20m. diameter and 0.30m. high, and rubber and/or plastic 

packing around the bottom. Or the standard shape used by each company, but with the minimum dimensions stated. Include in 

your proposal available colors and image / catalog.   ///   Basurera oficina: Metálica redonda de medidas mínimas: 0.20 m de 

diámetro por 0.30 m de altura con empaque inferior en caucho y/o plástico. O la forma estándar que maneje cada empresa 

teniendo como mínimo las dimensiones enunciadas. Incluya en su propuesta colores e imágenes.

8 EA  ‐ each

OFICINA 3

WORKSTATIONS   ///   PUESTOS DE TRABAJO

20 Desk type workstation 1.50m: Working surface table 1.50 m x 0 60m. Elements shall be and made of high‐ pressure laminate, 1 

1/4" or 3 cm thick. Finishes: Formica or equivalent with flat thermo‐fused edges, and will include “balance”. One covered cable 

run for each surface supplied.   /// Puesto recto de 1.50m  Superficie de trabajo de 1.50 m x 0.60 m. Todas las superficies y 

elementos independientes serán en Tablex inmunizado de mínimo 1 1/4" o 3 cm. de espesor. Acabado en Formica o equivalente 

con canto plano termo fundido. Incluye balance, un pasa cables con tapa por cada superficie suministrada, canaleta electrica 

con dos troqueles universales.

1 EA  ‐ each

CHAIRS   ///   SILLAS

21

Professional Chair.  With armrests. Ergonomically designed; pneumatic seat‐height adjustment within a 10cms range; 

permanent contact ergonomic reclining chair with adjustable back piece and blocking device; the back must be minimum 40 

cm. high, 360 degree swivel; five legs base on self lubricating rollers coated in nylon. Permanent contact mechanism. Seat and 

back in polypropylene plastic foam high density of 5 cm.

Finished in black cloth vinyl, black color, both seat and backrest.    ///   Silla Profesional. Silla con brazos, ergonómica reclinable 

de contacto permanente con ajuste de espaldar y bloqueo, con mecanismo neumático para graduación de altura con rango de 

10 cms. El espaldar debe tener una altura mínima de 40 cm, 360 giro; cinco patas rodachinas auto lubricadas con 

recubrimiento en nylon. Mecanismo de contacto permanente. Asiento y espaldar en plástico polipropileno de espuma de alta 

densidad de 5 cm. Con acabado en tela vinilica color negro, tanto asiento como espaldar.

1 EA  ‐ each

FILING CABINETS, SHELVES & FURNITURE PRINTER   ///   GABINETES, ARCHIVADORES & MESA IMPRESORA

22

2x1 Filing Cabinet. Filing cabinet: Cabinet with two conventional drawers and a fully opening, legal‐sized hanging‐folder file 

drawer with American‐ type runners. This filing cabinet should be made of metal and/with structure, base, front part and 

drawers in metal sheet minimum, gauge 20 minimum or aluminum equivalent. Coated with electrostatic paint. Includes lock & 

key and drawer pencil accesories.   ///   Archivador 2x1.

Archivador compuesto por dos cajones convencionales y un cajon de archivo de carpetas colgantes tamaño oficio con 

correderas tipo americano que abran en su totalidad.  Metálico, con estructura, base, frente y cajones en lámina cold rolled 

calibre 20 mínimo o su equivalente en aluminio y acabado con pintura electrostática. Incluye cerradura con llave y accesorios 

para lapices en cajones.

1 EA  ‐ each

OTHERS   ///   OTROS

23 Bin metallic round: Metal and round, with minimum dimensions 0.20m. diameter and 0.30m. high, and rubber and/or plastic 

packing around the bottom. Or the standard shape used by each company, but with the minimum dimensions stated. Include in 

your proposal available colors and image / catalog.   ///   Basurera oficina: Metálica redonda de medidas mínimas: 0.20 m de 

diámetro por 0.30 m de altura con empaque inferior en caucho y/o plástico. O la forma estándar que maneje cada empresa 

teniendo como mínimo las dimensiones enunciadas. Incluya en su propuesta colores e imágenes.

3 EA  ‐ each

TABLES   ///   MESAS

24 Work‐table type A: Rectangular table. Measure:1,35 m x 0,60 m. The table shall include metal supports or equivalent 

aluminum support finished with electrostatic paint  Anchored levelers to the surface with plastic and/or rubber level bottoms. 

Board cover with the same specifications as the working surfaces.   ///   Mesa de trabajo tipo A: Mesa  rectangular. Dimension: 

1,35 m x 0,60 m. Incluyen soportes metálicos o en aluminio equivalente  acabado en pintura electrostática . Con niveladores de 

plástico o caucho y anclajes a la superficie. Acabado tapa de las mismas especificaciones que las superficies de los puestos de 

trabajo.

3 EA  ‐ each

25 Work‐table type B: Rectangular table. Measure:1,95 m x 0,60 m. The table shall include metal supports or equivalent 

aluminum support finished with electrostatic paint  Anchored levelers to the surface with plastic and/or rubber level bottoms. 

Board cover with the same specifications as the working surfaces.   ///   Mesa de trabajo tipo B: Mesa  rectangular. Dimension: 

1,95 m x 0,60 m. Incluyen soportes metálicos o en aluminio equivalente  acabado en pintura electrostática . Con niveladores de 

plástico o caucho y anclajes a la superficie. Acabado tapa de las mismas especificaciones que las superficies de los puestos de 

trabajo.

1 EA  ‐ each

BODEGA

SHELVES   ///   ESTANTERIA

26

Shelve. Custom metal with electrostatic painting. Mesaure: 2.10 m. high, 0.90 m. front and 0.45 m. background. With six [6] 

panels of varying  height every 5 cm. Without doors. The cabinet shall have four [4] studs on the sides, without sides. The base 

of the unit is considered as the first variable panel and shall be a minimum distance of 10 cm. ground terminals and rubber 

gaskets and/or plastic floor. It shall be self‐supporting structure that ensures stability and high resistance to loads and impacts. 

It shall provide the possibility of being anchored to wall or any other mechanism to ensure stability without reducing storage 

space. Shelves cold rolled sheet will be at least 18 gauge and braces and supports shall be minimum 16 gauge. Each of the 

shelves and/or levels shall be designed to withstand 300 kg.   ///   Estante. Mueble metálico con pintura electrostática. 

Dimensiones: 2,10 m. alto, 0.90 m. frente y 0,45 m. fondo. Con seis [6] entrepaños de altura variable cada 5 cm. Sin puertas. El 

mueble tendrá cuatro [4] párales por los lados, sin costados. La base del mueble se considera como el primer entrepaño 

variable y debe estar a una distancia mínima de 10 cm. del suelo y con terminales en empaques de caucho y/o plástico al piso. 

Deberá tener estructura autoportante que garantice la estabilidad y alta resistencia a las cargas e impactos. Debe brindar la 

posibilidad de ser anclado a muro, o cualquier otro mecanismo que asegure mayor estabilidad sin restar espacio de 

almacenamiento. Los entrepaños en lámina cold rolled serán como mínimo calibre 18 y los apoyos y soportes serán mínimo 

calibre 16. Cada uno de los entrepaños y/o niveles deberá estar diseñado para soportar 300 kg.

3 EA  ‐ each

OFICINA 4

WORKSTATIONS   ///   PUESTOS DE TRABAJO

27 Desk type workstation 1.50m: Working surface table 1.50 m x 0 60m. Elements shall be and made of high‐ pressure laminate, 1 

1/4" or 3 cm thick. Finishes: Formica or equivalent with flat thermo‐fused edges, and will include “balance”. One covered cable 

run for each surface supplied.   /// Puesto recto de 1.50m  Superficie de trabajo de 1.50m x 0.60m. Todas las superficies y 

elementos independientes serán en Tablex inmunizado de mínimo 3cm de espesor acabado en Formica o equivalente con canto 

plano termo fundido. Incluye balance, un pasa cables con tapa por cada superficie suministrada, canaleta electrica con dos 

troqueles universales.

2 EA  ‐ each

CHAIRS   ///   SILLAS

28

Professional Chair.  With armrests. Ergonomically designed; pneumatic seat‐height adjustment within a 10cms range; 

permanent contact ergonomic reclining chair with adjustable back piece and blocking device; the back must be minimum 40 

cm. high, 360 degree swivel; five legs base on self lubricating rollers coated in nylon. Permanent contact mechanism. Seat and 

back in polypropylene plastic foam high density of 5 cm.

Finished in black cloth vinyl, black color, both seat and backrest.    ///   Silla Profesional. Silla con brazos, ergonómica reclinable 

de contacto permanente con ajuste de espaldar y bloqueo, con mecanismo neumático para graduación de altura con rango de 

10 cms. El espaldar debe tener una altura mínima de 40 cm, 360 giro; cinco patas rodachinas auto lubricadas con 

recubrimiento en nylon. Mecanismo de contacto permanente. Asiento y espaldar en plástico polipropileno de espuma de alta 

densidad de 5 cm. Con acabado en tela vinilica color negro, tanto asiento como espaldar.

2 EA  ‐ each

FILING CABINETS, SHELVES & FURNITURE PRINTER   ///   GABINETES, ARCHIVADORES & MESA IMPRESORA

29

2x1 Filing Cabinet. Filing cabinet: Cabinet with two conventional drawers and a fully opening, legal‐sized hanging‐folder file 

drawer with American‐ type runners. This filing cabinet should be made of metal and/with structure, base, front part and 

drawers in metal sheet minimum, gauge 20 minimum or aluminum equivalent. Coated with electrostatic paint. Includes lock & 

key and drawer pencil accesories.   ///   Archivador 2x1.

Archivador compuesto por dos cajones convencionales y un cajon de archivo de carpetas colgantes tamaño oficio con 

correderas tipo americano que abran en su totalidad.  Metálico, con estructura, base, frente y cajones en lámina cold rolled 

calibre 20 mínimo o su equivalente en aluminio y acabado con pintura electrostática. Incluye cerradura con llave y accesorios 

para lapices en cajones.

2 EA  ‐ each

OTHERS   ///   OTROS

30 Bin metallic round. Metal and round, with minimum dimensions 0.20m. diameter and 0.30m. high, and rubber and/or plastic 

packing around the bottom. Or the standard shape used by each company, but with the minimum dimensions stated. Include in 

your proposal available colors and image / catalog.   ///   Basurera oficina. Metálica redonda de medidas mínimas: 0.20 m de 

diámetro por 0.30 m de altura con empaque inferior en caucho y/o plástico. O la forma estándar que maneje cada empresa 

teniendo como mínimo las dimensiones enunciadas. Incluya en su propuesta colores e imágenes.

2 EA  ‐ each

OFICINA 5

PANELS   ///   PANELERIA

31

Mixed Paneling Medium Height: Height 1.20 m. STAND ALONE METALLIC FRAMING: Made of cold rolled sheet steel gauge 18 

and/or equivalent aluminium sheet. With seams to support surfaces and accessories [vertical and horizontal]. All metallic 

finishes in electrostatic paint. The minimum width of the framing is around 8 cm. U union in cold rolled steel sheet 18 gauge 

and/or equivalent aluminium sheet. Leader in polypropylene. Poster, shot distribution and developed in cold rolled steel 

sheet,18 gauge or metallic equivalent aluminium sheet. Pipeline or cable channel on the lower level, with divisions to separate 

different types of cabling. This product should be given the option of being inspected by both sides, and, have the option to 

receive shots. No rigid duct cover. Polypropylene levellers. TILES OR PANELS: Metallic finished with electrostatic paint or 

Chipboard   tablex type: three‐layer laminated wood particle finished in Formica or equivalent   ///   Paneleria Media Altura: 

Altura 1.20 m. ESTRUCTURA METALICA AUTOPORTANTE: Elaborada en lámina de acero cold rolled calibre 18 y/o lamina de 

aluminio equivalente, con troquelados tipo cremallera para soportar superficies y accesorios [vertical y horizontalmente]. 

Todos los acabados de la estructura metálica deben ser cubiertos con pintura electrostática. Ancho minimo aproximado de la 

perfileria: 8 cm. U de unión superior o pasarelas, en lámina de acero cold rolled calibre 18 y/o lamina de aluminio equivalente. 

Puntera en polipropileno. Postes de inicio, distribución y remate elaborados en lámina de acero cold rolled calibre 18 y/o 

lamina de aluminio equivalente. Ducto o canaleta para cableado en el nivel inferior, con divisiones para separar los diferentes 

tipos de cableado; este ducto debe dar la opcion de ser inspeccionado por sus dos caras, y con troquelados universal para recibir 

tomas adicionales. Tapa ducto escualizable. Niveladores en polipropileno. TABLEROS O BALDOSAS: Metalicos con acabados 

con Pintura electrostatica o en aglomerado tipo tablex: lamina formada por tres capas de partículas de madera y acabados en 

Formica o equivalente.

12.60
SM

square meter

WORKSTATIONS   ///   PUESTOS DE TRABAJO

32 L Type Workstation 1.50 m x 1.35 m. All working surfaces including tables and independent elements shall be and made of 

high‐ pressure laminate, 1 1/4" or 3 cm thick. Surface Finish: Formica or equivalent with flat thermo‐fused edges and  

“balance”. One covered cable run for each surface supplied with two universal shots. 45º metallic or alumminum equivalent 

keyboard complement. Working surfaces shall be 60 cm wide .   ///    Puestos en L 1.50 m x 1.35 m. Todas las superficies de 

trabajo incluidas mesas y elementos independientes serán en Tablex inmunizado de mínimo 1 1/4" o 3 cm. de espesor. Acabado 

superficies en formica o equivalente, con canto plano termo fundido,  incluye balance, un pasa cables con tapa por cada 

superficie suministrada y canaleta electrica con dos troqueles universales. Complemento para teclado metalico o en aluminio 

equivalente a   45º. Profundidad superficie de trabajo sera 60 cm.

2 EA  ‐ each

33 L Type Workstation 1.50 m x 1.50 m. All working surfaces including tables and independent elements shall be and made of 

high‐ pressure laminate, 1 1/4" or 3 cm thick. Surface Finish: Formica or equivalent with flat thermo‐fused edges and  

“balance”. One covered cable run for each surface supplied with two universal shots. 45º metallic or alumminum equivalent 

keyboard complement. Working surfaces shall be 60 cm wide .   ///    Puestos en L 1.50 m x 1.50 m. Todas las superficies de 

trabajo incluidas mesas y elementos independientes serán en Tablex inmunizado de mínimo 1 1/4" o 3 cm. de espesor. Acabado 

superficies en formica o equivalente, con canto plano termo fundido,  incluye balance, un pasa cables con tapa por cada 

superficie suministrada y canaleta electrica con dos troqueles universales. Complemento para teclado metalico o en aluminio 

equivalente a   45º. Profundidad superficie de trabajo sera 60 cm.

9 EA  ‐ each

CHAIRS   ///   SILLAS

34

Professional Chair.  With armrests. Ergonomically designed; pneumatic seat‐height adjustment within a 10cms range; 

permanent contact ergonomic reclining chair with adjustable back piece and blocking device; the back must be minimum 40 

cm. high, 360 degree swivel; five legs base on self lubricating rollers coated in nylon. Permanent contact mechanism. Seat and 

back in polypropylene plastic foam high density of 5 cm.

Finished in black cloth vinyl, black color, both seat and backrest.    ///   Silla Profesional. Silla con brazos, ergonómica reclinable 

de contacto permanente con ajuste de espaldar y bloqueo, con mecanismo neumático para graduación de altura con rango de 

10 cms. El espaldar debe tener una altura mínima de 40 cm, 360 giro; cinco patas rodachinas auto lubricadas con 

recubrimiento en nylon. Mecanismo de contacto permanente. Asiento y espaldar en plástico polipropileno de espuma de alta 

densidad de 5 cm. Con acabado en tela vinilica color negro, tanto asiento como espaldar.

11 EA  ‐ each

FILING CABINETS, SHELVES & FURNITURE PRINTER   ///   GABINETES, ARCHIVADORES & MESA IMPRESORA
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2x1 Filing Cabinet. Filing cabinet: Cabinet with two conventional drawers and a fully opening, legal‐sized hanging‐folder file 

drawer with American‐ type runners. This filing cabinet should be made of metal and/with structure, base, front part and 

drawers in metal sheet minimum, gauge 20 minimum or aluminum equivalent. Coated with electrostatic paint. Includes lock & 

key and drawer pencil accesories.   ///   Archivador 2x1.

Archivador compuesto por dos cajones convencionales y un cajon de archivo de carpetas colgantes tamaño oficio con 

correderas tipo americano que abran en su totalidad.  Metálico, con estructura, base, frente y cajones en lámina cold rolled 

calibre 20 mínimo o su equivalente en aluminio y acabado con pintura electrostática. Incluye cerradura con llave y accesorios 

para lapices en cajones.

11 EA  ‐ each

36 Auxiliary furniture type A. Shall be made of metal, with structure, base, fronts in caliber 16 minimum sheet and shall be 

coated with electrostatic paint black color. With two [2] top drawers and two [2] doors in the bottom, with a removable 

shelve in its interior. With four [4] metal legs including levelers and plastic or rubber terminals. Shall be include handles on 

drawers and doors. Dimensions: 0,90 m. front, 0,55 m. deep and 0,80 m. high.

///   Mueble auxiliar tipo A. Debe ser metálico, con estructura, base, frentes en lámina coll rolled de mínimo calibre 16, con 

pintura electrostática. Con dos [2] cajones superiores y dos (2) puertas abatibles en la parte inferior con un entrepaño 

removible en su interior. Con cuatro [4] patas metálicas con terminales en empaque de caucho y/o plástico al piso. Se debe 

incluir manijas en los cajones y puertas. Dimensiones: 0,90 m. frente, 0,55 m. profundidad y 0,80 m. alto.

1 EA  ‐ each

OTHERS   ///   OTROS

37 Bin metallic round. Metal and round, with minimum dimensions 0.20m. diameter and 0.30m. high, and rubber and/or plastic 

packing around the bottom. Or the standard shape used by each company, but with the minimum dimensions stated. Include in 

your proposal available colors and image / catalog.   ///   Basurera oficina. Metálica redonda de medidas mínimas: 0.20 m de 

diámetro por 0.30 m de altura con empaque inferior en caucho y/o plástico. O la forma estándar que maneje cada empresa 

teniendo como mínimo las dimensiones enunciadas. Incluya en su propuesta colores e imágenes.

11 EA  ‐ each

38 Locker 1. Measure: height 210 cm, front 45 cm, depth 50 cm. Shall be made cold rolled sheet 18 gauge, electrostatic paint . 

Divided into two [2] sections of equal height: 1 meter. Each section with inner tube for hanging clothes and independet door, 

vents [upper and lower], metal handle and security lock.   ///   Locker 1. Dimensiones: alto 210 cm, frente 45 cm, fondo 60 cm. 

Elaborado en lamina cold rolled calibre 18, en pintura electrostática. Dividido en dos [2] secciones de igual altura: 1 metro. 

Cada seccion con tubo interior para colgar ropa y puerta independiente, rejillas de ventilación [superior e inferior], manija 

metalica y cerradura de seguridad.

6 EA  ‐ each

39 Locker 2. Measure: height 210 cm, front 50 cm, depth 50 cm. Shall be made cold rolled sheet 18 gauge, electrostatic paint. 

Inside divided into five [5] shelves located at equal distance from the bottom to the top of the locker. Door with vents [upper 

and lower], metal handle and security lock.   /// Locker 2. Dimensiones: alto 210 cm, frente 50 cm, fondo 50 cm. Elaborado en 

lamina cold rolled calibre 18, en pintura electrostática. En su interior dividido en cinco [5] entrepaños ubicados a igual distancia 

desde la parte inferior hasta la superior del locker. Puerta con rejillas de ventilación [superior e inferior], manija metalica y 

cerradura de seguridad.

3 EA  ‐ each

OFICINA 6

WORKSTATIONS   ///   PUESTOS DE TRABAJO

SOLICITUD DE COTIZACION No. PR 4908442
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"L" Director Type Workstation 1.80 m x 1.95 m.  All working surfaces including tables and independent elements shall be and 

made of high‐ pressure laminate, 1 1/4" or 3 cm thick. Surface Finish: Formica or equivalent with flat thermo‐fused edges and  

“balance”. One covered cable run for each surface supplied with two universal shots. Inferior vertical formica screen, 45º 

metallic or alumminum equivalent keyboard complement.

Working surfaces shall be 60 cm wide.   ///   Puesto Directivo en "L"   1.80 m x 1.95 m. Todas las superficies de trabajo incluidas 

mesas y elementos independientes serán en Tablex inmunizado de mínimo 1 1/4" o 3cm. de espesor. Acabado superficies en 

formica o equivalente, con canto plano termo fundido,  incluye balance, un pasa cables con tapa por cada superficie 

suministrada y canaleta electrica con dos troqueles universales. Falda acabada en formica o equivalente y complemento para 

teclado metalico o en aluminio equivalente a 45º. Profundidad superficie de trabajo 60 cm.

1 EA  ‐ each

CHAIRS   ///   SILLAS

41

Director Type Chair. With armrests. Ergonomically designed; pneumatic seat‐height adjustment within a 10cms range; 

permanent contact ergonomic reclining chair with adjustable back piece and blocking device; 360 degree swivel; five legs on 

self lubricating rollers coated in nylon minimum 16" gauge with powder‐coat or electrostatic paint. Finishes: seat and backrest 

in net.   ///   Silla Tipo Gerencial.Con brazos. Ergonómica reclinable de contacto permanente con ajuste de espaldar y bloqueo, 

con mecanismo neumático para graduación de altura con rango de 10 cms. El espaldar debe ser alto, 360 giro; cinco patas 

rodachinas auto lubricadas con recubrimiento en nylon ; calibre mínimo 16" con pintura electróstatica.Acabados: Asiento y 

espaldar en malla.

1 EA  ‐ each

42

Professional Chair.  With armrests. Ergonomically designed; pneumatic seat‐height adjustment within a 10cms range; 

permanent contact ergonomic reclining chair with adjustable back piece and blocking device; the back must be minimum 40 

cm. high, 360 degree swivel; five legs base on self lubricating rollers coated in nylon. Permanent contact mechanism. Seat and 

back in polypropylene plastic foam high density of 5 cm.

Finished in black cloth vinyl, black color, both seat and backrest.    ///   Silla Profesional. Silla con brazos, ergonómica reclinable 

de contacto permanente con ajuste de espaldar y bloqueo, con mecanismo neumático para graduación de altura con rango de 

10 cms. El espaldar debe tener una altura mínima de 40 cm, 360 giro; cinco patas rodachinas auto lubricadas con 

recubrimiento en nylon. Mecanismo de contacto permanente. Asiento y espaldar en plástico polipropileno de espuma de alta 

densidad de 5 cm. Con acabado en tela vinilica color negro, tanto asiento como espaldar.

1 EA  ‐ each

43 Chair without armrests.  Ergonomic chair with fixed medium back at least 40 cm high. Structure: Without armrests: metal 

legs, minimum gauge 14 with electrostatic paint. Seat: upholstered in Prana or equivalent.  Net finished backrest.   ///   Silla sin 

brazos . Silla ergonómica con espaldar mediano fijo de altura mínima de 40 cm. Estructura sin brazos y con patas en tubería 

cold rolled calibre 14 como mínimo. Acabada en pintura electrostatica. Asiento tapizado en prana negro o equivalente. 

Espaldar en malla.

2 EA  ‐ each

FILING CABINETS, SHELVES & FURNITURE PRINTER   ///   GABINETES, ARCHIVADORES & MESA IMPRESORA

44

2x1 Filing Cabinet. Filing cabinet: Cabinet with two conventional drawers and a fully opening, legal‐sized hanging‐folder file 

drawer with American‐ type runners. This filing cabinet should be made of metal and/with structure, base, front part and 

drawers in metal sheet minimum, gauge 20 minimum or aluminum equivalent. Coated with electrostatic paint. Includes lock & 

key and drawer pencil accesories.   ///   Archivador 2x1.

Archivador compuesto por dos cajones convencionales y un cajon de archivo de carpetas colgantes tamaño oficio con 

correderas tipo americano que abran en su totalidad.  Metálico, con estructura, base, frente y cajones en lámina cold rolled 

calibre 20 mínimo o su equivalente en aluminio y acabado con pintura electrostática. Incluye cerradura con llave y accesorios 

para lapices en cajones.

1 EA  ‐ each

45 Overhead Bin  0.90 m long. AZ Cabinet. Metallic Hanging overhead cabinet in which legal‐size AZ folders can be stored. Made 

of cold rolled steel sheet gauge 18, or equivalent aluminium sheet. Coated with electrostatic paint. Swing door over the top, by 

rail or with hydraulic support. Door finish: "Formica" or equivalent. Includes security lock. // Fácilmente anclables a la panelería 

o muros.   ///   Gabinete Aéreo 0.90 m largo. Gabinete superiore colgantes para almacenamiento de fólderes AZ tamaño oficio. 

Elaborados en lámina de acero cold rolled calibre 18  y/o lamina de aluminio equivalente. Acabado metalico recubierto con 

pintura electrostática. Puerta escualizable hacia la parte superior por medio de riel o con brazo hidraulico; Acabado puerta en 

formica postformada o formica con canto plano termo fundido o equivalentes. Cerradura de seguridad. Fácilmente anclables a 

la panelería o muros.

1 EA  ‐ each

OTHERS   ///   OTROS

46 Bin metallic round. Metal and round, with minimum dimensions 0.20m. diameter and 0.30m. high, and rubber and/or plastic 

packing around the bottom. Or the standard shape used by each company, but with the minimum dimensions stated. Include in 

your proposal available colors and image / catalog.   ///   Basurera oficina. Metálica redonda de medidas mínimas: 0.20 m de 

diámetro por 0.30 m de altura con empaque inferior en caucho y/o plástico. O la forma estándar que maneje cada empresa 

teniendo como mínimo las dimensiones enunciadas. Incluya en su propuesta colores e imágenes.

1 EA  ‐ each

47 Rack. Metal coat rack stand with electrostatic painting and 4 hooks, attached to the main pipe at the top elements. With 

lower rubber packing and / or plastic.   ///   Perchero. Perchero de pie metálico con pintura electrostática y con 4 ganchos o 

elementos adheridos al tubo principal en la parte superior. Con empaque inferior de caucho o/y de plástico

1 EA  ‐ each

TABLES   ///   MESAS

48 Auxiliary table: Round table for 4 places. Measure: 1,20 m x 0,30 m. The table shall include metalsupport  or equivalent 

aluminum support finished with electrostatic paint  Anchored levelers to the surface with plastic and/or rubber level bottoms. 

Board cover with the same specifications as the working surfaces.   ///   Mesa auxiliar. Mesa  rectangular.  Dimension: 1,20 m x 

0,30 m.  Incluye soportes metálicos o en aluminio equivalente acabado en pintura electrostática . Con niveladores de plástico o 

caucho y anclajes a la superficie. Acabado tapa de las mismas especificaciones que las superficies de los puestos de trabajo.

1 EA  ‐ each

OFICINA 7

PANELS   ///   PANELERIA

49

Mixed Paneling Medium Height: Height 1.50 m. STAND ALONE METALLIC FRAMING: Made of cold rolled sheet steel gauge18 

and/or equivalent aluminium sheet. With seams to support surfaces and accessories (vertical and horizontal). All metallic 

finishes in electrostatic paint. The width of the framing is around 8 cm. U union in cold rolled steel sheet 18 gauge and/or 

equivalent aluminium sheet. Leader in polypropylene. Poster, shot distribution and developed in cold rolled steel sheet,18 gauge 

or metallic equivalent aluminium sheet. Pipeline or cable channel on the lower level, with divisions to separate different types 

of cabling. This product should be given the option of being inspected by both sides, and, have the option  to receive shots. No 

rigid duct cover. Polypropylene levellers. TILES OR PANELS: Metallic finished with electrostatic paint or Chipboard tablex 

type: three‐layer laminated wood particle finished in Formica or equivalent from floor to 1.30 m high & superior panel in 5 mm 

tempered glass tile. Glass fasteners PVC extruded for glass tiles.   ///   Paneleria Mixta ‐ Media Altura: Altura 1.50 m. 

ESTRUCTURA METALICA AUTOPORTANTE: Elaborada en lámina de acero cold rolled calibre 18 y/o lamina de aluminio 

equivalente, con troquelados tipo cremallera para soportar superficies y accesorios (vertical y horizontalmente). Todos los 

acabados de la estructura metálica deben ser cubiertos con pintura electrostática. Ancho aproximado de la perfileria: 8 cm. U 

de unión superior o pasarelas, en lámina de acero cold rolled calibre 18 y/o lamina de aluminio equivalente. Puntera en 

polipropileno. Pisavidrios extruidos en PVC. Postes de inicio, distribución y remate elaborados en lámina de acero cold rolled 

calibre 18 y/o lamina de aluminio equivalente. Ducto o canaleta para cableado en el nivel inferior, con divisiones para separar 

los diferentes tipos de cableado; este ducto debe dar la opcion de ser inspeccionado por sus dos caras, y con troquelados 

universal para recibir tomas adicionales. Tapa ducto escualizable.

Niveladores en polipropileno. TABLEROS O BALDOSAS: Metalicos con acabados con pintura electrostatica o en aglomerado 

tipo tablex: lamina formada por tres capas de partículas de madera y acabados en Formica o equivalente desde el piso hasta 

una altura de 1.30 m. Baldosa superior en vidrio templado de 5 mm.

25.65
SM

square meter

WORKSTATIONS ‐ PUESTOS DE TRABAJO

50 L Type Workstation 1.50 m x 1.80 m. All working surfaces including tables and independent elements shall be and made of 

high‐ pressure laminate, 1 1/4" or 3 cm thick. Surface Finish: Formica or equivalent with flat thermo‐fused edges and  

“balance”. One covered cable run for each surface supplied with two universal shots. 45º metallic or alumminum equivalent 

keyboard complement. Working surfaces shall be 60 cm wide .   /// Puestos en L 1.50 m x 1.80 m. Todas las superficies de 

trabajo incluidas mesas y elementos independientes serán en Tablex inmunizado de mínimo 1 1/4" o 3 cm. de espesor. Acabado 

superficies en formica o equivalente, con canto plano termo fundido,  incluye balance, un pasa cables con tapa por cada 

superficie suministrada y canaleta electrica con dos troqueles universales. Complemento para teclado metalico o en aluminio 

equivalente a 45º. Profundidad superficie de trabajo sera 60 cm.

5 EA  ‐ each

51 L Type Workstation 1.50 m x 2.10 m. All working surfaces including tables and independent elements shall be and made of 

high‐ pressure laminate, 1 1/4" or 3 cm thick. Surface Finish: Formica or equivalent with flat thermo‐fused edges and  

“balance”. One covered cable run for each surface supplied with two universal shots. 45º metallic or alumminum equivalent 

keyboard complement. Working surfaces shall be 60 cm wide .   ///    Puestos en L 1.50 m x 2.10 m. Todas las superficies de 

trabajo incluidas mesas y elementos independientes serán en Tablex inmunizado de mínimo 1 1/4" o 3 cm. de espesor. Acabado 

superficies en formica o equivalente, con canto plano termo fundido,  incluye balance, un pasa cables con tapa por cada 

superficie suministrada y canaleta electrica con dos troqueles universales. Complemento para teclado metalico o en aluminio 

equivalente a   45º. Profundidad superficie de trabajo sera 60 cm.

2 EA  ‐ each

52 L Type Workstation 1.80 m x 1.80 m. All working surfaces including tables and independent elements shall be and made of 

high‐ pressure laminate, 1 1/4" or 3 cm thick. Surface Finish: Formica or equivalent with flat thermo‐fused edges and  

“balance”. One covered cable run for each surface supplied with two universal shots. 45º metallic or alumminum equivalent 

keyboard complement. Working surfaces shall be 60 cm wide .   /// Puestos en L 1.80 m x 1.80 m. Todas las superficies de 

trabajo incluidas mesas y elementos independientes serán en Tablex inmunizado de mínimo 1 1/4" o 3 cm. de espesor. Acabado 

superficies en formica o equivalente, con canto plano termo fundido,  incluye balance, un pasa cables con tapa por cada 

superficie suministrada y canaleta electrica con dos troqueles universales. Complemento para teclado metalico o en aluminio 

equivalente a 45º. Profundidad superficie de trabajo sera 60 cm.

1 EA  ‐ each

53

"U" Type Workstation 1.50 m x 2.10 m.   All working surfaces including tables and independent elements shall be and made of 

high‐ pressure laminate, 1 1/4" or 3 cm thick. Surface Finish: Formica or equivalent with flat thermo‐fused edges and  

“balance”. One covered cable run for each surface supplied with two universal shots. Inferior vertical formica screen, 45º 

metallic or alumminum equivalent keyboard complement. Working surfaces shall be 60 cm wide. Shal be include surface of 

0.33 m. x 1.14 m. to complete the hole between drywall and column.   ///   Puesto en "U"

1.50 m x 2.10 m. Todas las superficies de trabajo incluidas mesas y elementos independientes serán en Tablex inmunizado de 

mínimo 1 1/4" o 3 cm. de espesor. Acabado superficies en formica o equivalente, con canto plano termo fundido,  incluye 

balance, un pasa cables con tapa por cada superficie suministrada y canaleta electrica con dos troqueles universales. Falda 

acabada en formica o equivalente y complemento para teclado metalico o en aluminio equivalente a 45º. Profundidad 

superficie de trabajo 60 cm. Se debe incluir superficie de 0.33 m x 1.14 m. para completar espacio hueco entre muro de 

dyrwall y columna.

1 EA  ‐ each

CHAIRS   ///   SILLAS

54

Professional Chair.  With armrests. Ergonomically designed; pneumatic seat‐height adjustment within a 10cms range; 

permanent contact ergonomic reclining chair with adjustable back piece and blocking device; the back must be minimum 40 

cm. high, 360 degree swivel; five legs base on self lubricating rollers coated in nylon. Permanent contact mechanism. Seat and 

back in polypropylene plastic foam high density of 5 cm.

Finished in black cloth vinyl, black color, both seat and backrest.    ///   Silla Profesional. Silla con brazos, ergonómica reclinable 

de contacto permanente con ajuste de espaldar y bloqueo, con mecanismo neumático para graduación de altura con rango de 

10 cms. El espaldar debe tener una altura mínima de 40 cm, 360 giro; cinco patas rodachinas auto lubricadas con 

recubrimiento en nylon. Mecanismo de contacto permanente. Asiento y espaldar en plástico polipropileno de espuma de alta 

densidad de 5 cm. Con acabado en tela vinilica color negro, tanto asiento como espaldar.

9 EA  ‐ each

55

Chair without armrests.  Ergonomic chair with fixed medium back at least 40 cm high. Structure: Without armrests: metal 

legs, minimum gauge 14 with electrostatic paint. Seat: upholstered in Prana or equivalent.  Net finished backrest.   ///   Silla sin 

brazos . Silla ergonómica con espaldar mediano fijo de altura mínima de 40 cm. Estructura sin brazos y con patas en tubería 

cold rolled calibre 14 como mínimo. Acabada en pintura electrostatica. Asiento tapizado en prana negro o equivalente. 

Espaldar en malla.

4 EA  ‐ each

FILING CABINETS, SHELVES & FURNITURE PRINTER   ///   GABINETES, ARCHIVADORES & MESA IMPRESORA

56

2x1 Filing Cabinet. Filing cabinet: Cabinet with two conventional drawers and a fully opening, legal‐sized hanging‐folder file 

drawer with American‐ type runners. This filing cabinet should be made of metal and/with structure, base, front part and 

drawers in metal sheet minimum, gauge 20 minimum or aluminum equivalent. Coated with electrostatic paint. Includes lock & 

key and drawer pencil accesories.   ///   Archivador 2x1.

Archivador compuesto por dos cajones convencionales y un cajon de archivo de carpetas colgantes tamaño oficio con 

correderas tipo americano que abran en su totalidad.  Metálico, con estructura, base, frente y cajones en lámina cold rolled 

calibre 20 mínimo o su equivalente en aluminio y acabado con pintura electrostática. Incluye cerradura con llave y accesorios 

para lapices en cajones.

9 EA  ‐ each

57 Auxiliary furniture type A. Shall be made of metal, with structure, base, fronts in caliber 16 minimum sheet and shall be 

coated with electrostatic paint black color. With two [2] top drawers and two [2] doors in the bottom, with a removable 

shelve in its interior. With four [4] metal legs including levelers and plastic or rubber terminals. Shall be include handles on 

drawers and doors. Dimensions: 0,90 m. front, 0,55 m. deep and 0,80 m. high.

///   Mueble auxiliar tipo A. Debe ser metálico, con estructura, base, frentes en lámina coll rolled de mínimo calibre 16, con 

pintura electrostática. Con dos [2] cajones superiores y dos (2) puertas abatibles en la parte inferior con un entrepaño 

removible en su interior. Con cuatro [4] patas metálicas con terminales en empaque de caucho y/o plástico al piso. Se debe 

incluir manijas en los cajones y puertas. Dimensiones: 0,90 m. frente, 0,55 m. profundidad y 0,80 m. alto.

1 EA  ‐ each

58 Auxiliary furniture type B. Shall be made of metal, with structure, base, fronts in caliber 16 minimum sheet and shall be 

coated with electrostatic paint black color. With two [2] top drawers and two [2] doors in the bottom, with a removable 

shelve in its interior. With four [4] metal legs including levelers and plastic or rubber terminals. Shall be include handles on 

drawers and doors. Dimensions: 1,20 m. front, 0,60 m. deep and 0,80 m. high.

///   Mueble auxiliar tipo B. Debe ser metálico, con estructura, base, frentes en lámina coll rolled de mínimo calibre 16, con 

pintura electrostática. Con dos [2] cajones superiores y dos (2) puertas abatibles en la parte inferior con un entrepaño 

removible en su interior. Con cuatro [4] patas metálicas con terminales en empaque de caucho y/o plástico al piso. Se debe 

incluir manijas en los cajones y puertas. Dimensiones: 1,20 m. frente, 0,60 m. profundidad y 0,80 m. alto.

1 EA  ‐ each

59

Metal Cabinet.Measures: 2.10 m high,0.50 m deep and 0.90 wide. Made of cold rolled sheet steel gauge18 and/or equivalent 

aluminium sheet. With seams to support surfaces and accessories.MOVABLE SHELVES: 6 levels / 5 shelf: In reinforced cold 

rolled steel sheet, mimimum gauge18 or aluminum equivalent, with a minimum capacity of 50 kg each. DOORS: Hinged. 

Metallic, cold rolled sheet, minimum 20 gauge or aluminum equivalent. Each unit includes two batting door with security lock 

and handle. All metallic finishes in electrostatic oven powder paint. This description refers to unique pieces of furniture which 

cannot share sides.   ///   Gabinete metalico. Dimensiones: 2.10 m. de alto x 0.90 m. de ancho x

0.50 m. de fondo. Elaborada en lámina de acero cold rolled calibre 18 y/o lamina de aluminio equivalente, con troquelados tipo 

cremallera para soportar superficies y accesorios. ENTREPAÑOS MOVIBLES: 6 niveles / 5 entrepaños. Reforzados en lámina de 

acero cold rolled calibre 18 o aluminio equivalente, con capacidad minima de carga de 50 kg cada uno. PUERTAS: Con bisagras 

y abatible. En lamina metalica , calibre 20 o en aluminio equivalente. Con cerradura de seguridad y manija. Todos los acabados 

de la estructura metálica deben ser cubiertos con pintura electrostática en polvo horneable. La descripcion responde a muebles 

individuales, donde no se pueden compartir costados.

1 EA  ‐ each

OTHERS   ///   OTROS

60 Bin metallic round. Metal and round, with minimum dimensions 0.20m. diameter and 0.30m. high, and rubber and/or plastic 

packing around the bottom. Or the standard shape used by each company, but with the minimum dimensions stated. Include in 

your proposal available colors and image / catalog.   ///   Basurera oficina. Metálica redonda de medidas mínimas: 0.20 m de 

diámetro por 0.30 m de altura con empaque inferior en caucho y/o plástico. O la forma estándar que maneje cada empresa 

teniendo como mínimo las dimensiones enunciadas. Incluya en su propuesta colores e imágenes.

9 EA  ‐ each

61 Rack: Metal coat rack stand with electrostatic painting and 4 hooks, attached to the main pipe at the top elements. With 

lower rubber packing and / or plastic.   ///   Perchero: Perchero de pie metálico con pintura electrostática y con 4 ganchos o 

elementos adheridos al tubo principal en la parte superior. Con empaque inferior de caucho o/y de plástico

9 EA  ‐ each

TABLES   ///   MESAS

62 Corner table. Rectangular. Measures: 0.60 m x 0.60m x 0.60 m high. The table shall include metal or equivalent aluminum 

supports finished with electrostatic paint  Anchored levelers to the surface with plastic and/or rubber level bottoms. Board 

cover with the same specifications as the working surfaces.   ///   Mesa esquinera. Mesa rectangular,  Dimensiones: 0.60 m x 

0.60 m x 0.60 m altura. Incluye soportes metálicos o en aluminio equivalente  acabado en pintura electrostática . Con 

niveladores de plástico o caucho y anclajes a la superficie. Acabado tapa de las mismas especificaciones que las superficies de 

los puestos de trabajo.

1 EA  ‐ each

SALA DE REUNIONES

CHAIRS   ///   SILLAS

63

Director Type Chair. With armrests. Ergonomically designed; pneumatic seat‐height adjustment within a 10cms range; 

permanent contact ergonomic reclining chair with adjustable back piece and blocking device; 360 degree swivel; five legs on 

self lubricating rollers coated in nylon minimum 16" gauge with powder‐coat or electrostatic paint. Finishes: seat and backrest 

in net.   ///   Silla Tipo Gerencial. Con brazos. Ergonómica reclinable de contacto permanente con ajuste de espaldar y bloqueo, 

con mecanismo neumático para graduación de altura con rango de 10 cms. El espaldar debe ser alto, 360 giro; cinco patas 

rodachinas auto lubricadas con recubrimiento en nylon ; calibre mínimo 16" con pintura electróstatica.Acabados: Asiento y 

espaldar en malla.

10 EA  ‐ each

TABLES   ///   MESAS

64 Meeting table. Rectangular table. Measure: 1,00 m x 1,50 m. The table shall include metal supports or equivalent aluminum 

support, finished with electrostatic paint  Anchored levelers to the surface with plastic and/or rubber level bottoms. Board 

cover with the same specifications as the working surfaces.   ///   Mesa reuniones. Mesa  rectangular.  Dimension: 1,00 m x 1,50 

m.  Incluye soporte metálicos o en aluminio equivalente, acabado en pintura electrostática . Con niveladores de plástico o 

caucho y anclajes a la superficie. Acabado tapa de las mismas especificaciones que las superficies de los puestos de trabajo.

2 EA  ‐ each

OFICINA 8

WORKSTATIONS   ///   PUESTOS DE TRABAJO

65

"U" Director Type Workstation 1.80 m x 1.95 m.   All working surfaces including tables and independent elements shall be and 

made of high‐ pressure laminate, 1 1/4" or 3 cm thick. Surface Finish: Formica or equivalent with flat thermo‐fused edges and  

“balance”. One covered cable run for each surface supplied with two universal shots. Include inferior vertical formica screen, 

45º metallic or alumminum equivalent keyboard  complement. Working surfaces shall be 60 cm wide and return  surfaces shall 

be 30 cm wide.   ///   Puesto Directivo en "U"   1.80 m x 1.95 m. Todas las superficies de trabajo incluidas mesas y elementos 

independientes serán en Tablex inmunizado de mínimo 1 1/4" o 3cm. de espesor. Acabado superficies en formica o equivalente, 

con canto plano termo fundido,  incluye balance, un pasa cables con tapa por cada superficie suministrada y canaleta electrica 

con dos troqueles universales. Incluye falda acabada en formica o equivalente y complemento para teclado metalico o en 

aluminio equivalente a 45º. Profundidad superficie de trabajo 60 cm. Profundidad superficie de retorno: 30 cm

1 EA  ‐ each

CHAIRS   ///   SILLAS

66

Director Type Chair. With armrests. Ergonomically designed; pneumatic seat‐height adjustment within a 10cms range; 

permanent contact ergonomic reclining chair with adjustable back piece and blocking device; 360 degree swivel; five legs on 

self lubricating rollers coated in nylon minimum 16" gauge with powder‐coat or electrostatic paint. Finishes: seat and backrest 

in net.   ///   Silla Tipo Gerencial. Con brazos. Ergonómica reclinable de contacto permanente con ajuste de espaldar y bloqueo, 

con mecanismo neumático para graduación de altura con rango de 10 cms. El espaldar debe ser alto, 360 giro; cinco patas 

rodachinas auto lubricadas con recubrimiento en nylon ; calibre mínimo 16" con pintura electróstatica.Acabados: Asiento y 

espaldar en malla.

1 EA  ‐ each

67 Chair without armrests.  Ergonomic chair with fixed medium back at least 40 cm high. Structure: Without armrests: metal 

legs, minimum gauge 14 with electrostatic paint. Seat: upholstered in Prana or equivalent.  Net finished backrest.   ///   Silla sin 

brazos . Silla ergonómica con espaldar mediano fijo de altura mínima de 40 cm. Estructura sin brazos y con patas en tubería 

cold rolled calibre 14 como mínimo. Acabada en pintura electrostatica. Asiento tapizado en prana negro o equivalente. 

Espaldar en malla.

2 EA  ‐ each

FILING CABINETS, SHELVES & FURNITURE PRINTER   ///   GABINETES, ARCHIVADORES & MESA IMPRESORA

68

2x1 Filing Cabinet. Filing cabinet: Cabinet with two conventional drawers and a fully opening, legal‐sized hanging‐folder file 

drawer with American‐ type runners. This filing cabinet should be made of metal and/with structure, base, front part and 

drawers in metal sheet minimum, gauge 20 minimum or aluminum equivalent. Coated with electrostatic paint. Includes lock & 

key and drawer pencil accesories.   ///   Archivador 2x1.

Archivador compuesto por dos cajones convencionales y un cajon de archivo de carpetas colgantes tamaño oficio con 

correderas tipo americano que abran en su totalidad.  Metálico, con estructura, base, frente y cajones en lámina cold rolled 

calibre 20 mínimo o su equivalente en aluminio y acabado con pintura electrostática. Incluye cerradura con llave y accesorios 

para lapices en cajones.

1 EA  ‐ each

69 Overhead Bin  0.90 m long. AZ Cabinet. Metallic Hanging overhead cabinet in which legal‐size AZ folders can be stored. Made 

of cold rolled steel sheet gauge 18, or equivalent aluminium sheet. Coated with electrostatic paint. Swing door over the top, by 

rail or with hydraulic support. Door finish: "Formica" or equivalent. Includes security lock. // Fácilmente anclables a la panelería 

o muros.   ///   Gabinete Aéreo 0.90 m largo. Gabinete superiore colgantes para almacenamiento de fólderes AZ tamaño oficio. 

Elaborados en lámina de acero cold rolled calibre 18  y/o lamina de aluminio equivalente. Acabado metalico recubierto con 

pintura electrostática. Puerta escualizable hacia la parte superior por medio de riel o con brazo hidraulico; Acabado puerta en 

formica postformada o formica con canto plano termo fundido o equivalentes. Cerradura de seguridad. Fácilmente anclables a 

la panelería o muros.

1 EA  ‐ each

OTHERS   ///   OTROS

70 Bin metallic round. Metal and round, with minimum dimensions 0.20m. diameter and 0.30m. high, and rubber and/or plastic 

packing around the bottom. Or the standard shape used by each company, but with the minimum dimensions stated. Include in 

your proposal available colors and image / catalog.   ///   Basurera oficina: Metálica redonda de medidas mínimas: 0.20 m de 

diámetro por 0.30 m de altura con empaque inferior en caucho y/o plástico. O la forma estándar que maneje cada empresa 

teniendo como mínimo las dimensiones enunciadas. Incluya en su propuesta colores e imágenes.

1 EA  ‐ each

71 Rack: Metal coat rack stand with electrostatic painting and 4 hooks, attached to the main pipe at the top elements. With 

lower rubber packing and / or plastic.   ///   Perchero: Perchero de pie metálico con pintura electrostática y con 4 ganchos o 

elementos adheridos al tubo principal en la parte superior. Con empaque inferior de caucho o/y de plástico

1 EA  ‐ each

PANELS   ///   PANELERIA

73

Mixed Paneling Medium Height: Height 1.50 m. STAND ALONE METALLIC FRAMING: Made of cold rolled sheet steel gauge18 

and/or equivalent aluminium sheet. With seams to support surfaces and accessories (vertical and horizontal). All metallic 

finishes in electrostatic paint. The width of the framing is around 8 cm. U union in cold rolled steel sheet 18 gauge and/or 

equivalent aluminium sheet. Leader in polypropylene. Poster, shot distribution and developed in cold rolled steel sheet,18 gauge 

or metallic equivalent aluminium sheet. Pipeline or cable channel on the lower level, with divisions to separate different types 

of cabling. This product should be given the option of being inspected by both sides, and, have the option  to receive shots. No 

rigid duct cover. Polypropylene levellers. TILES OR PANELS: Metallic finished with electrostatic paint or Chipboard tablex 

type: three‐layer laminated wood particle finished in Formica or equivalent from floor to 1.30 m high & superior panel in 5 mm 

tempered glass tile. Glass fasteners PVC extruded for glass tiles.   ///   Paneleria Mixta ‐ Media Altura: Altura 1.50 m. 

ESTRUCTURA METALICA AUTOPORTANTE: Elaborada en lámina de acero cold rolled calibre 18 y/o lamina de aluminio 

equivalente, con troquelados tipo cremallera para soportar superficies y accesorios (vertical y horizontalmente). Todos los 

acabados de la estructura metálica deben ser cubiertos con pintura electrostática. Ancho aproximado de la perfileria: 8 cm. U 

de unión superior o pasarelas, en lámina de acero cold rolled calibre 18 y/o lamina de aluminio equivalente. Puntera en 

polipropileno. Pisavidrios extruidos en PVC. Postes de inicio, distribución y remate elaborados en lámina de acero cold rolled 

calibre 18 y/o lamina de aluminio equivalente. Ducto o canaleta para cableado en el nivel inferior, con divisiones para separar 

los diferentes tipos de cableado; este ducto debe dar la opcion de ser inspeccionado por sus dos caras, y con troquelados 

universal para recibir tomas adicionales. Tapa ducto escualizable.

Niveladores en polipropileno. TABLEROS O BALDOSAS: Metalicos con acabados con pintura electrostatica o en aglomerado 

tipo tablex: lamina formada por tres capas de partículas de madera y acabados en Formica o equivalente desde el piso hasta 

una altura de 1.30 m. Baldosa superior en vidrio templado de 5 mm.

29.25
SM

square meter

WORKSTATIONS ‐ PUESTOS DE TRABAJO

74

L Type Workstation 1.35 m x 1.50 m. All working surfaces including tables and independent elements shall be and made of 

high‐ pressure laminate, 1 1/4" or 3 cm thick. Surface Finish: Formica or equivalent with flat thermo‐fused edges and  

“balance”. One covered cable run for each surface supplied with two universal shots. Include inferior vertical formica screen, 

45º metallic or alumminum equivalent keyboard complement. Working surfaces shall be 60 cm wide .   ///   Puestos en L 1.35 

m x 1.50 m. Todas las superficies de trabajo incluidas mesas y elementos independientes serán en Tablex inmunizado de 

mínimo 1 1/4" o 3 cm. de espesor. Acabado superficies en formica o equivalente, con canto plano termo fundido,  incluye 

balance, un pasa cables con tapa por cada superficie suministrada y canaleta electrica con dos troqueles universales. 

Complemento para teclado metalico o en aluminio equivalente a 45º. Incluye falda acabada en formica o equivalente y 

complemento para teclado metalico o en aluminio equivalente a 45º. Profundidad superficie de trabajo sera 60 cm.

1 EA  ‐ each

75 U Type Workstation 2.10m x 2.10m. All working surfaces including tables and independent elements shall be and made of high‐ 

pressure laminate, 1 1/4" or 3 cm thick. Surface Finish: Formica or equivalent with flat thermo‐fused edges and  “balance”. 

One covered cable run for each surface supplied with two universal shots. 45º metallic or alumminum equivalent keyboard 

complement. Working surfaces shall be 60 cm wide .   ///   Puesto en "U" 2.10 m x 2.10 m. Todas las superficies de trabajo 

incluidas mesas y elementos independientes serán en Tablex inmunizado de mínimo 1 1/4" o 3 cm. de espesor. Acabado 

superficies en formica o equivalente, con canto plano termo fundido,  incluye balance, un pasa cables con tapa por cada 

superficie suministrada y canaleta electrica con dos troqueles universales. Complemento para teclado metalico o en aluminio 

equivalente a 45º.

Profundidad superficie de trabajo sera 60 cm.

6 EA  ‐ each

CHAIRS   ///   SILLAS

76

Professional Chair.  With armrests. Ergonomically designed; pneumatic seat‐height adjustment within a 10cms range; 

permanent contact ergonomic reclining chair with adjustable back piece and blocking device; the back must be minimum 40 

cm. high, 360 degree swivel; five legs base on self lubricating rollers coated in nylon. Permanent contact mechanism. Seat and 

back in polypropylene plastic foam high density of 5 cm.

Finished in black cloth vinyl, black color, both seat and backrest.    ///   Silla Profesional. Silla con brazos, ergonómica reclinable 

de contacto permanente con ajuste de espaldar y bloqueo, con mecanismo neumático para graduación de altura con rango de 

10 cms. El espaldar debe tener una altura mínima de 40 cm, 360 giro; cinco patas rodachinas auto lubricadas con 

recubrimiento en nylon. Mecanismo de contacto permanente. Asiento y espaldar en plástico polipropileno de espuma de alta 

densidad de 5 cm. Con acabado en tela vinilica color negro, tanto asiento como espaldar.

7 EA  ‐ each

77 Chair without armrests.  Ergonomic chair with fixed medium back at least 40 cm high. Structure: Without armrests: metal 

legs, minimum gauge 14 with electrostatic paint. Seat: upholstered in Prana or equivalent.  Net finished backrest.   ///   Silla sin 

brazos . Silla ergonómica con espaldar mediano fijo de altura mínima de 40 cm. Estructura sin brazos y con patas en tubería 

cold rolled calibre 14 como mínimo. Acabada en pintura electrostatica. Asiento tapizado en prana negro o equivalente. 

Espaldar en malla.

2 EA  ‐ each

FILING CABINETS, SHELVES & FURNITURE PRINTER   ///   GABINETES, ARCHIVADORES & MESA IMPRESORA

78

2x1 Filing Cabinet. Filing cabinet: Cabinet with two conventional drawers and a fully opening, legal‐sized hanging‐folder file 

drawer with American‐ type runners. This filing cabinet should be made of metal and/with structure, base, front part and 

drawers in metal sheet minimum, gauge 20 minimum or aluminum equivalent. Coated with electrostatic paint. Includes lock & 

key and drawer pencil accesories.   ///   Archivador 2x1.

Archivador compuesto por dos cajones convencionales y un cajon de archivo de carpetas colgantes tamaño oficio con 

correderas tipo americano que abran en su totalidad.  Metálico, con estructura, base, frente y cajones en lámina cold rolled 

calibre 20 mínimo o su equivalente en aluminio y acabado con pintura electrostática. Incluye cerradura con llave y accesorios 

para lapices en cajones.

7 EA  ‐ each

79

Metal Cabinet.Measures: 2.10 m high,0.50 m deep and 0.90 wide. Made of cold rolled sheet steel gauge18 and/or equivalent 

aluminium sheet. With seams to support surfaces and accessories.MOVABLE SHELVES: 6 levels / 5 shelf: In reinforced cold 

rolled steel sheet, mimimum gauge18 or aluminum equivalent, with a minimum capacity of 50 kg each. DOORS: Hinged. 

Metallic, cold rolled sheet, minimum 20 gauge or aluminum equivalent. Each unit includes two batting door with security lock 

and handle. All metallic finishes in electrostatic oven powder paint. This description refers to unique pieces of furniture which 

cannot share sides.   ///   Gabinete metalico. Dimensiones: 2.10 m. de alto x 0.90 m. de ancho x

0.50 m. de fondo. Elaborada en lámina de acero cold rolled calibre 18 y/o lamina de aluminio equivalente, con troquelados tipo 

cremallera para soportar superficies y accesorios. ENTREPAÑOS MOVIBLES: 6 niveles / 5 entrepaños. Reforzados en lámina de 

acero cold rolled calibre 18 o aluminio equivalente, con capacidad minima de carga de 50 kg cada uno. PUERTAS: Con bisagras 

y abatible. En lamina metalica , calibre 20 o en aluminio equivalente. Con cerradura de seguridad y manija. Todos los acabados 

de la estructura metálica deben ser cubiertos con pintura electrostática en polvo horneable. La descripcion responde a muebles 

individuales, donde no se pueden compartir costados.

1 EA  ‐ each

OTHERS   ///   OTROS

80 Bin metallic round. Metal and round, with minimum dimensions 0.20m. diameter and 0.30m. high, and rubber and/or plastic 

packing around the bottom. Or the standard shape used by each company, but with the minimum dimensions stated. Include in 

your proposal available colors and image / catalog.   ///   Basurera oficina. Metálica redonda de medidas mínimas: 0.20 m de 

diámetro por 0.30 m de altura con empaque inferior en caucho y/o plástico. O la forma estándar que maneje cada empresa 

teniendo como mínimo las dimensiones enunciadas. Incluya en su propuesta colores e imágenes.

7 EA  ‐ each

81 Rack. Metal coat rack stand with electrostatic painting and 4 hooks, attached to the main pipe at the top elements. With 

lower rubber packing and / or plastic.   ///   Perchero. Perchero de pie metálico con pintura electrostática y con 4 ganchos o 

elementos adheridos al tubo principal en la parte superior. Con empaque inferior de caucho o/y de plástico

7 EA  ‐ each

LOCKERS

LOCKERS

82

Locker 3. Measure: height 210 cm, front 45 cm, depth 60 cm. Shall be made cold rolled sheet 18 gauge, electrostatic paint.In 

its interior divided into one [1] top shelf located at a distance of 40 cm from the top. Under this panel with inner tube for 

hanging clothes.. Door pin system 3/16", vents [upper and lower], metal handle and security lock.   ///   Locker 3. Dimensiones: 

alto 210 cm, frente 45 cm, fondo 60 cm. Elaborado en lamina cold rolled calibre 18, en pintura electrostática. En su interior 

dividido en un [1] entrepaño superior ubicado a una distancia de 40 cm desde la parte superior. Debajo de este entrepaño  con 

tubo interior para colgar ropa. Con puerta con sistema de pin 3/16", rejillas de ventilación [superior e inferior], manija metalica 

y cerradura de seguridad.

21 EA  ‐ each

SALON DE CLASES

WORKSTATIONS   ///   PUESTOS DE TRABAJO


